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INTERQFFICE TRANSMISSION FACILITIES
|
[ : .
Interoffice Transtmission Facilities are Ameritech transmission facilities dedicated to a particular
Customer or carrler, or shared by more than one Customer or carrler, that provide Telecotnmunications
Services between Wire Centers owaed by Ameritech or AT&T, or between Switches owned by Ameritech
or AT&T.

1. Amerltech provides several varieties of unbundled transmission facllitles:

1.1. “Unbundled dedicated interoffice transport facility"” is a facility connecting two Ameritech
Ceatral Offices bulldings via Ameritech transmission equipment. In each Centeal Office building, AT&T
will Cross-Connect this facility to its own transmission equipment (physically or virtually) Collocated in
each Wire Center, or to other unbundled Network Elements provided by Ameritech to the extent the
requested combination is technically feasible and is coasistent with other standards established by the FCC
for the combination of uobundied Network Elements. All applicable digital Crogs-Connect, multiplexing,
and Collocation space charges apply at an additional cost,

oy

1.2. “Unbundled dedicated entrance facility” Is a dedicated facility coonecting Amerlteh's, |
transmission equipment in an Ameritech Central Office with AT&T's transmission equipment in
Ameritech's Wice Center for the purposes o?‘providing Teloaommumcatione Sarvices.

1.3. “Shared transport transmission. facllities” are shared ‘%transnﬁss:on facllities between the same
type of locations as described for dedicated transport in Scction 1.1 and 1.2 preceding.

2. Ameritech sball offer Interoffice Trausport in each of the following ways:
2.1.  As capacity on a shared circuit facility.

2.2, Al acircult (e.g, DSL, DS3, OC3, OC12 and OCA48) dedicated to AT&T.
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Technical Requirements. |

L §r
This Section sets forth technical rcquircmcnts for all Interoffice Transm sgion Faclliues:

3.1.  When Ameritech provides Dedicated Transport as a facihty. the entire dcsigmted
transmission facillty (e.g., DSI, DS3, STS- 1) shall be dedicated to AT&T designated
trnffic, subject to AT&T buying the e?dre system.

3.2. Ameritech shall offer Dedicated Traasport in &il’ then currently available technologies
inclyding DY and DS3 trarSpdrt sysgerms, SONET Bi-directionsl Line Switched Rings,
SONET U ctional Path Switched Rings, and SONET point-to-point transport systems
(Including lincar add-drop systems), at all avaﬂablc wansmission bit rates, except subratu
services.

3.3. For D81 (acllities, Dedicated Transport shall, at a minimum, meet the performuance,

avallabillty, jitter, and delay requirements specified for Customer Interface to Central

Office “CI to CO” contections iu the applicable technical referencos et forth uader
Dedlcated and Shared Transport in the Technical Reference Schedule.

3.4, For DS3 gued ITS-1 facilitles, and higher tate facllities, Dedicated Transport shall, ata
minimurm, meet the performance, availability, jitter, and delay requirements specified for .
Customet Interface to Central Office “CI to CO”|connections In the applicablo techalcal |
referances gat forth under Dedicated and Shn.rcd Transport in the Technlcal Rcfcrenca-

Schedule.

3.5. When requested by AT&T, Dedicated Transport shall provide physical diversity. Physlcnl

diversity means that two ciccuits are provisioned In such a way that no slngle failure of ‘

facilitles or equipment will cause a failuce on both clreuits. |
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1.6,  When physical diversity |s requested by AT&T, Ameritech shal{ provide the maximum -
feasible physical separation between intra-office and inter-office transmission paths (unless |

otherwise agreed by AT&T).

3.7.  Any request by AT&T for diversity shall be subject t0 additional charges.

3.8, Amertech shall offer the following interface transmission rates for Dedicated Transport; i
3.8.1. D31 (Extended SuperFrame - ESF, D4, aqd 9 and D4); fl;‘l

SR

3.8.2. D83 (C-bit Parity and M13 and uoframed éppﬂcadom shall be provided); ‘ 6‘

) li '}:év{l.'

3.8.3. SONET standard interface rates in accordance with the applicable ANSI techaleal ‘ "‘.9:‘; ‘ |
references set forth under Dedicated anq Shared Transpon m the Tet:hnical { ; ‘Mf

3.9 Ameritech shall permit, tGHERKEHAEORIEENTAECRTILIE and at applicable rates, AT&T 4 ht
to obtaln the functionality provided by DCS tog?thu with and separate from dedicatad i
tranaport. \ | “ ) ‘[ i:, \é
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SCHEDULE 9.2.4

INTEROYFICE TRANSMISSION FACILITIES

Interoffice Transmission Facilities are Ameritech transmisslon facilities dedlcated to a

particular Customer oc carrier, or shared by more than ote Customer or carrier, that provide

Telecommunlcations Services betwecn Wire Centers owned' by Ameritech or AT&T, or between

Switches owned by Ameritech ot AT&T—MW%&MWM&?-&W
loeations,
!
1,  Ameritech provides several varictics of unbundled transmission facilitiess;
“Ynbendied L1, Unbundied dedicated hﬂce-ofﬁce m;_qmgg transport facihty*“’ is

a facllity connecting two Ameritech eentrat-offices Central Qfflces
trammxsslon equiprnem In each ecenu%—e-ﬁﬂet—a—es :
Wl A v

transmission equtpmem(physically orvimxally) eoHeeeied n each wirecenter m

, or to other unbundied netwotk-ctements provided by Ameritech to
the extcnt the requested comblnation Is technically feasible and is consistent with other standards
cstabush:d by the FCC for the -cvmbhnng sombination of unbundled network-ciemente—The

able dightal eress—eomneet rogs-Coppect. .

multiplexing, “and Collocuuon apncc chm’go: apply al an ndditlonal COSL.

“Unbundied 1.2, ‘“Unbundled dt:dicated entrance facility£” is a dedlcatec faclllcy
connecting Amaritach’s transmission equipment in an Ameritech eemrat-offfee-with-areguesting
earrters Central Office with AT&T's transmxssion equxpmcnt inlts Mr&eenter m:_e_f;gmg;

. “Common L3, “Shared transport transmission facilies® are shared transmission
facmtles between aﬂ-ﬁmcﬁtceh—cnﬂmwhdrmd—mﬁmﬂmh—mdm Mmg_g,gg_gg

E]
Aceritechshatt-offer-Dediested 2,_Amerltech shall offer Intarofflce Transport in each of the

following ways: ,

21, As capacity on a shared etrenit- faoilify,
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Ot 2.2 As a clreult (e.g,, DSL, DS3, 5?‘5-1-? QC3, 0012 and OC48) dedicated |
to AT&T. i
I o
W
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Technical Requirements. R
I
|
This Scction sets forth technical requirements for all ~Dedlested-Transpert [nteraffice i
Lrapsmission Tacllitles: 1
o
i ‘f
|

—nmgd‘ . . .
When Amerltech provides Dedicated Transport as a —streuit—in-—e—tyseem {agllitv. the entir
designated transmission etretit-or-system facjlity (e.z., DS1, DS3, STS-1) shall be dedicated to

AT&T designated traffle,_sublegt tQ AT&T. buying the entire svstem. A

Ameritech shall offer Dedicated Transport In ail then currelntly available technologies includings B

ed—o; DS] and DS3 transport systems, SONET {er~5BiH Bi-dircctional Line
Switched Rings, SONET ¢tee~6B%H Unidirectional Path Switched Rings, and SONET (o585
polnt-to-point transport systems (inclucing linear add-drop systems), at all available transmission

bt rates=, exqeRS. subirate ervices, il

+4 33 For DSl er—¥Fi-5-eirevits (gollifies, Dedicated Transport shall, at a
: minimum, meet the performance, avallabllity, jitter, and delay requirements B
specified for Customer Interface to Central Office “CI to CO" connections i

in the Muwmﬂmmmesmm%mm
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+43.4, For D33 cirethtsr—S5T5-t—etrevts [goliitles, and higher ratc circeits

facilities. Dedicated Transport shall, at a minimum, neet the performance,
avallability, finer, and delay requirements specified for Customer Interface
to Central Office “Cl to CO” connections ln the _applicabls technical

the Teshical Referense Schedule 25,

+6 3.3, When requested by AT&T, Dedicated Transport shall provide physical
diversity. Physical diversity means that two circults are provisioned in
such a way that no single fallure of facllities or equipment will cause a
failure on both circuits. ,

++ 3.6, When physical diversity is requested by AT&T, Ameritech shall provide
the maximum feasidle physical separation between intra-office and inter-
office transmission paths (unless otherwise agreed by AT&T). ,

28, Amcritech shall offer the following {nterface transmission rates for Dedicated
Transport: ) !

38,3, DSI (Extended SuperFrame - ESF-Dé-—tnd-unfremed-spphications-sheit-be
provided):
+8+ gnd D4l |

et B:2y D53 (C-bIt Parity—vHi3—and-unframed-applicstions gnd M3 shall be
provided);

+82 3.83, SONET standard interface rates In accordance with ANSEFFI-165

GL76430.1 0B1798 145IC 96252093 Sch.9.2.4.
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SCHEDULE 924

INTEROFFICE TRANSMISSION FACILITIES |

[nteroffice Transmission Facilitles are Ameritech transmission facilities dedicated to a
particular Customer or cartler, or shared by morc than one Customer or carrier, that provide

Telecommunications Services between Wire Centers owned by Ameritech or AT&T, or between -

Switches owned by Ameritech or AT&T. 1

1. Ameritech provides sevetal vericties of unbundicd transmission facllities:

1.1. “Unbundled dedicated interoffice transport faeility” ic a facility connecting two
Ameritech Central Offices buildings via Ameritech transmission equipment. In each Ceatrai Office
building, AT&T will Cross-Connect this facility to {ts own transmission equipment (physically ot
virtually) Collocated in each Wire Center, or to other unbundled Network Elements provided by
Ameritech to the extent the requested combination is technically feasible and is consistent with other
standards established by the FCC for the combinalon of unbundled Network Elements. All

applicable digital Cross-Connect, multlplexing, and Collocation space charges apply at an additional
cost, |
1.2. “Unbundied dedicated entrance facility” i a dedicated facility connecting Ameritech's

Wire Center for the purposes of providing Telecommumcatiéms Services.

1.3, “Shared transport transmisston facllities™ are shared wransmission facilitics between the
same type of locations as described for dedicated tratisport in Section 1.1 and 1.2 preceding.

2. Amerltech shall offer Interoffice Transport in cach ofl' the following ways:
| 2.1.  As capacity on a shared facillty.
2.2, Asacircuit (g, DS1, DS3, 0C3, 0Cl2 anci OC48) dedicated to AT&T.
3. Tech{ﬁcal Requirements,
This Sectton sets forth technical requirements for all Interoffice Transmission Facilities:
3.1.  When Ameritech provides Dedicated Transport as & facillty, the entlre deslgnated

transmission facility (e.g, DS1, DS3, STS-1) shall be dedicated to AT&T designated
trafflc, subject tc AT&T buying the entire system.
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3.3.

34.

3.5.

3.6

37.

38

3o

Ameritech shall offer Dedicated Transport in all then currently available technologics
including DS1 and DS3 transport systems, SONET Bi-directional Line Switched
Rings, SONET Unidirectional Path Switched Rings, and SONET point-to-point
transport systemns (including lincar edd-drop systems), at all available transmission
bit rateg, except subrate services,

For DS1 facilides, Dedlcated Transport shall, at @ minimum, mest the psrformance,
availability, jitter, and delay requirements specified for Customer Intetface to Central
Office “Cl to CO" connections in the applicable technical references set forth under
Dedicated and Sharcd Transport in the Technical Referance Schedule.

For DS3 facllitles, and higher rate facilities, Dedicated Transport shall, at a
minimum, meet the performance. availability, jittar, and delay requirements specifled
for Customer Interface to Central Office “CI to CO" connections in the applicable
technical references set forth under Dedlcated and Shared Transport in the Tectlcal
Referenco Schedule.

When requested by AT&T, Dadicated Trnnr.écrt gshall provide physical diversity. .

Physical diversity means that two circuits are provisioned in such a way that no
single failure of facilities or equipment will cduse a fallure o both clreuits,

When physical diversity is requested by AT&T, Ameritech shall provide the
maximum feasible physical separation betwcen intra-office and inter-office

transmission paths (unless othetwise agreed by AT&T).
Any request by AT&T for diversity shall be subject to additional charges. '

Ameritech shall offer the following in‘erface transmission rates for Dedicated
Teansport:

3.8.1. DSl (Extended SuperFrame - ESF and D4);
3.8.2. DS3 (C-bit Parity and M13 shall be provided);

3.8.3. SONET standard interface rates in accordance with the applicable ANSI
technical references set forth under Dedlcated and Shared Transport {n the
Technical Reference Schedule. |

l ‘ o
Amerltech shall permit, to the extent technically feasible and at applicable rates,
AT&T to obtain the functionality provided by DCS separate from dedicated
tranisport. ‘ ‘ ‘
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